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  TECHNISCAL SPECIFICATIONS 
 
TENT Parco del Clown 
 
FLOOR 
 
The whole surface of the tent (ca. 17.5 m) is covered by a wooden floor 
The floor is levelled. 
The stage surface can be covered with a black vinyl dance floor or with a synthetic black carpet. 
 
STAGE 

  - stage width:  ca. 6 - 8 m 
 - profopstage depth:  ca. 7 m 
2 masts of the tent are inside the stage area  
 - Distance between the masts  6 m 

 - free height above stage: 
 - at the inside of the masts:  5 m 
 - under the central ring truss  7 m 
 
 - Curtains: - Black backdrop with central opening 
   - Black border above the backdrop 
  - 2 - 3  black paravents to cover the sides 
 

AUDIENCE with gradins  
  ca. 110 Plätze 
  stage elements 40cm, 80cm et 120 cm high, no backrests 
  ca. 15  seats on floor 

   without gradins 
  according to the needs of the show/event 
 
AUDIENCE RESTROOMS   The audience can use the restrooms of Teatro Dimitri  
   

DRESSING ROOMS The dressing rooms of Teatro Dimitri with Sh.ower and WC  
  are available,  about 100 m from tent 
 
 
ACCESS AND UNLOAD: the streets in Verscio are small and narrow. Please announce your 
arrival, so our technicians can come to help to decide where to unaload and park. 
The distance to the stage is still more than 30m and there are level differences. 
   - Vans 3.5t:  in front of casa del Clown, end of Caraa di  Franci 
   - Trucks:  Piazza Cesare Mazza 
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LIGHTS: 

- Control Desk:  etc express  
 
- Dimmer 36 Regelkreise 2000W 
 cables   1 Multicore cables(6-chann.) on each mast 
  2 Multicore cables on the central truss ring 
 
- Spotlights: 10 PC Strand 1000 W with barndoors 
   4 PC 650W Strand 650W with barndoors 
   14 PAR 64 CP62  (some cp 60/61)1000 W  
   4 découpes Strand 650W 25-50° 
 
  other spotlights (Pin Spot, PCs, floods, ramp 12V etc.) available on request 

- LED Scheinwerfer 6 LED PAR RGB   available on request 

- DMX Patch Plan - Dimmer   Ch. 1 - 36  
  - LED PAR  Ch.  51-55, 56-60, 61-65, 66-70, 71-75, 76-80 

- Colour Gels: Standard colours, cold - warm, Lavender and soft-edge/diffusors are  
  available 

- Hanging posiibilities for spotlights 
 - central ring truss 
 - 2 Truss between the masts, either lateral or front-back 
 - 4 Wind-Up Stands 
 - 4 floor plates 
 
 

SOUND 
  1 Mixer, soundcraft EFX 8 
  1 Audio multicore 8  15m 

   2 speakers PA, Yamaha DSR8  su stativi 
  2 speakers Monitor HK upon request 
 
  1 micr.  Sure SM 57 
   2  micr.  Sure SM 58 
   1 micr. HF  Sure, upon request 
   2 micr. headset or lavallier  Rode/AKG,  upon request 

 

VIDEO - Beamer Benq 3500 ANSI lumen on  stand 
  - White screen  5 x 3 m   or  3,15 x  2,3 m 
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CONTACT: 
 
  Teatro Dimitri 
  Caraà du Teatro Dimitri 10 
  6653 Verscio 
 
  Tel  +41 58 666 67 80 
 info@teatrodimitri.ch 
 
Techncians: 
 
Helena Mösch    Mob.  +41 78 613 27 14   tecnica@teatrodimitri.ch 
Urs Mösch      Mob.  +41 78 610 48 82 
Elia Albertella Mob.  +41 77 903 65 01 
Christoph Siegenthaler  Mob. +41 79 313 76 59   chr.tecnico@teatrodimitri.ch 
 

  



Teatro Dimitri

Tenda    Parco del Clown

10m

Entrata / Uscita

poles  
Ø 5 cm

Mast  
Ø 13 cm

Uscita 
d'emergenza Uscita 

d'emergenza

Black Backdrop, central opening

Estintore
Estintore

Estintore

Dimmer
Distr. 
elettrica

Backstage

Quadro 
elettrico
con FI

h = 80 cm

h = 120 cm

h = 40 cm

Black Dance-floor  8 x 8 m

regia luci/audio
Audience ca. 100 spectators
ca. 15 seated on floor



Teatro Dimitri

Tenda    Parco del Clown

10m

Entrata / Uscita

poles  
Ø 5 cm

Mast  
Ø 13 cm

Uscita 
d'emergenza Uscita 

d'emergenza

5,8 m

4,85m

3,6m

4,1m

2,9m

2,9m

4,1m

Ring  7,2m

2,9m

2,9m 2,9m

h 4,3m  Øo 49mm  Øi 42mm L  35cm

h 3,5m  Øo 49mm  Øi 42mm L  50cm

 Backdrop Truss
 29mm  h 3,5m  w 7m

4,8m

3,6m

4,1m

4,8m

height  of tent foil

 h 4,8m

Ladder-type Truss
ca. 4,7m high

Ladder-type Truss
ca. 4,7m high

Lateral ladder-type Truss
ca. 4,7m high


